CONSTRUCTION NOTES:

1. PLANT MATERIALS SHOULD BE SELECTED FROM SMALLEST SIZE AVAILABLE TO INSURE BEST HEALTH AND NOT BE ROOT BOUND.
2. CISTERNS SHOULD BE INSTALLED PER SUPPLIER SPECIFICATIONS
3. RAIN GARDEN SHOULD BE EXCAVATED TO 24" AND FILLED WITH DRAIN ROCK - DECORATIVE ROCK TOP 2" - ADD 1-2 SMALL BOULDERS.
4. MULCH SHOULD NOT BE WITHIN 1' OF RESIDENCE OR BUILDINGS

GENERAL MATERIALS LEGEND FOR SRJC PROJECT

SOIL NOTES

1. A MINIMUM OF EIGHT (8) INCHES OF NON-MECHANICALLY COMPACTED SOIL SHALL BE AVAILABLE FOR WATER ABSORPTION AND ROOT GROWTH IN PLANTED AREAS.
2. COMPOST OR NATURAL FERTILIZER SHALL BE INCORPORATED INTO THE SOIL TO A MINIMUM DEPTH OF EIGHT (8) INCHES AT A MINIMUM RATE OF SIX (6) CUBIC YARDS PER ONE THOUSAND (1,000) SQUARE FEET, OR ACCORDING TO SPECIFIC AMENDMENT RECOMMENDATIONS FROM A SOILS LABORATORY REPORT.
3. A MINIMUM OF THREE-INCH LAYER OF "ARBOR" MULCH SHALL BE APPLIED ON ALL EXPOSED SOIL SURFACES OF PLANTING AREAS EXCEPT IN TURF AREAS, CREEPING OR ROOTING GROUND COVER, OR DIRECT SEEDING APPLICATIONS.
4. FIVE PERCENT (5%) OF THE TOTAL SITE SHOULD BE LEFT UN-MULCHED FOR BURROWING BEE HABITAT.